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FEATURES 

Synchronized mechanism with forward fulcrum and side activated tension adjustment

User Weight range 50 to 120 kg,  adjustable through telescopic handle with only 15 turns from 
minimum to maximum

Back support 21°, Seat support 10,5°, synchro ratio 2:1

5 Locking positions

Seat height adjustment

60 mm seat depth adjustment 

Integrated Forward seating device ( negative tilt ) 5° of seat tilt

Bespoke back option for integrated chair back

ANSI/BIFMA X5.1 and UNI-EN-1335 tested
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1. Mechanism Lock
2. Seat Height Adjustment
3.Tension Adjustment



SEAT DEPHT ADJUSTMENT

FSD

BESPOKE

The combination of the two options 
described above.

SEAT DEPTH ADJUSTMENT & FSD

An integrated two position rotating 
knob allows the user to select a “forward 
working position” at -5 degrees, or the 
normal 0 degree at rest position

FSD

Integrated sliding device for seat depth 
adjustment.
 E�ective height: 10 mm
 Adjustment range: 65 mm
 6 locking positions
 Standard mounting pattern

SEAT DEPTH ADJUSTMENT
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STRD and FSD version
72 pieces per palletized carton
each palletized carton weighs 322 kg
dim. cm 122x106x105 (H)
boxes can be double stacked.

SSM and SSM + FSD version:
63 pieces per palletized carton
each palletized carton weighs 352 kg
dim. cm 122x106x105 (H)
Pallet can be double stacked.

PACKAGING 
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North East Components reserves the right to make modifications, at any moment, without prior 
notification, to the technical characteristics of standard models.
http://northeastcomponents.com

TECHNICAL DATA SHEET


